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GENERAL
Table 1 — Boiler Data

Mini C24 | Mini C28 Mini S24 Mini S28
Gas supply type & connection llopzp G20-20 mbar, G31-37 mbar, 22 mm copper
Inlet connection — Domestic Hot Water 15 mm copper -
Outlet connection — Domestic Hot Water 15 mm copper -
Flow & return connection — Central Heating 22 mm copper
Flue terminal diameter mm (in.) 100 (4)
Max working pressure (sealed system) bar (Ib/in2) 3.0 (43.5)
Max DHW water inlet pressure bar (Ib/in2) 10.0 (145.0) -
Min DHW water inlet pressure bar (Ib/in2) 0.3(4.4) -
Electrical supply 230 Vac 50 Hz
Max power consumption W 150 | 170 | 150 | 170
External fuse rating 3A
Internal fuse rating T2A
Water content — Central heating litre (gal.) 1.0 (0.22) | 1.1 (0.242) 1.0 (0.22) | 1.1 (0.242)
Water content — Domestic Hot Water litre (gal.) 0.2 (0.044) -
Dry weight kg (Ib.) 37 (81.6) | 39 (86.0) 36 (79.4) | 38 (83.8)
Boiler size Height mm (in.) 703 (27 11/167)
Width 400 (15 3/4™)
Depth 310 (12 3/16™)
Lift weight kg (Ib.) 35.5 (78.4) | 36.5 (80.6) | 34.5 (76.2) | 35.5 (78.4)
Table 2 — Performance Data — Central Heating
Mini C24 Mini C28
Mini S24 Mini S28
Max Min Max Min
Burner pressure (Hot) G20 mbar (in.w.g.) 11.0 (4.4) 1.5(0.6) 11.0 (4.4) 1.2 (0.5)
G31 35.7 (14.3) 6.1 (2.4) 35.7 (14.3) 5.7 (2.3)
Input based on nett CV kW (btu/h) 26.60 (90 759) 11.00 (37 532) 31.10 (106 113) 13.00 (44 356)
Input based on gross CV kW (btu/h) 29.52 (100 732) 12.21 (41 656) 34.52 (117 773) 14.43 (49 230)
Output kw (btu/h) 24.30 (82 912) 9.10 (31 049) 28.00 (95 536) 11.00 (37 532)
Gas consumption (Hot) G20 I/s (ft3/h) 0.763 (97.0) 0.315 (40.1) 0.892 (113.5) 0.373 (47.4)
G31 IIs 0.309 0.128 0.361 0.151
Seasonal efficiency* (SEDBUK) % 78.2 78.3
*The value is used in the UK Government’s Standard Assessment Procedure (SAP) for energy rating of dwellings.
The test data from which it has been calculated have been certified by a notified body.
Table 3 — Performance Data — Domestic Hot Water
Mini C24 | Mini C28
Maximum
Burner pressure (Hot) G20 mbar (in.w.g.) 11.0 (4.4) 11.0 (4.4)
G31 35.7 (14.3) 35.7 (14.3)
Input based on nett CV kW (btu/h) 26.60 (90 759) 31.10 (106 113)
Input based on gross CV kW (btu/h) 29.52 (100 732) 34.52 (117 773)
Output kw (btu/h) 24.30 (82 912) 28.00 (95 536)
Gas consumption (Hot) G20 I/s (ft3/h) 0.763 (97.0) 0.892 (113.5)
G31 IIs 0.309 0.361
Flow 35 ° C temp. rise I/m (gpm) 10.0 (2.2) 11.5(2,5)
Domestic hot water specific rate I/m (gpm) 11.1 (2.44) 13.3(2.93)

Note: the gas consumption is calculated using a calorific
value of 38.7 MJ/m3 (1038 Btu/ft3) gross or 34.9 MJ/m3 (935
Btu/ft3) nett.

To obtain the gas consumption at different calorific value: —

a. FOR L/S — divide the gross heat input (kW) by the gross
C.V. of the gas (MJ/m3)

b. FOR FT3/H — divide the gross heat input (Btu/h) by the
gross C.V. of the gas (Btu/ft°)

CAUTION. To avoid the possibility of injury during the installation, servicing or cleaning

Key to Symbols:

IE = Ireland,

GB = United Kingdom (Countries of destination)

PMS = Maximum operating pressure of water

C1» C3p Csp = a room sealed appliance designed for
connection via concentric ducts to a horizontal or vertical
terminal or twin flue system.

IIon3p = appliance designed for use on 2nd family gas group
H or 3rd family gas group 3P

of this appliance care should be taken handling edges of sheet steel components.
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Boiler Page
Make and model 3
Appliance serial No. on data badge 11
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Flushing to BS 7593 6
Inhibitor 7
Gas inlet working pressure 6
Burner operating pressure 2
Heat input 2

Temperature differential: measure and record

For all boilers: complete, sign and hand over to
customer

For assistance see Technical Hepline number on the
back page

—
enchmar

instructions adjacent to the gas meter.
Also complete the benchmark log book and give
this to the customer

NOTE TO THE INSTALLER: leave these G
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1 BOILER WATER CONNECTION

Wall
mounting
plate

/

/

,7,+,

101 (47)

20 (3/4”) T c

255 (10”)

85 (3 5/16”)

561 (22 1/16")

65 (2 9/16”)

65 (2 9/16”

64 (2 1/2”)
CH return —+ -

52 (2"

83 (3 1/4")
CH flow —+ - — == - @

Gas inlet —+

DHW hot outlet *
DHW cold inlet *

Pipe size O.D. mm
CH flow 22
CH return 22
Gas inlet 22
DHW cold inlet * 15
DHW hot outlet * 15

* Pipe connections not used on system boilers

2 BOILER CLEARANCES

All dimensions in mm (in.)

The following minimum clearances must be maintained for
operation and servicing. Additional space will be required for
installation, depending upon site conditions.

200 (7 7/8") m

25 (17) 4 L~ 50 (27)

200 (7 7/8”)

Bottom clearance

The bottom clearance, after installation, can be reduced to
20mm. However, 200mm must be available for servicing.

Front clearance

The minimum front clearance when built into a cupboard is
50mm (2”) from the cupboard door. However 450mm

4

(17 3/4”) overall clearance is still required, with the cupboard
door open, to allow for servicing.

Side and Rear Flue

a. Provided that the flue hole is cut accurately, e.g. with a core
drill, the flue can be installed from inside the building where
wall thickness do not exceed 600 mm (24”).

Where the space into which the boiler is going to be installed
is less than the length of flue required the flue must be fitted
from the outside.

installation from inside ONLY

b. If a core boring tool is to be used inside the building the
space in which the boiler is to be installed must be at least
wide enough to accommodate the tool.

200 (7 7/8”) 200 (7 7/8”) 147 (5 3/4”)

L g e

92 (35/8")
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INTRODUCTION
Mini C24 and Mini C28 are wall mounted, low water content,
balanced flue combination gas boilers.

Mini S24 and Mini S28 are wall mounted, low water content,
balanced flue system gas boilers.

Central heating (CH) output and domestic hot water (DHW)
output (on combination versions) are both fully modulating:

— between 9.10 (31 049) and 24.30 (82 912) kW (btu/h) for
model Mini C24 and Mini S24;

— between 11.00 (37 532) and 28.00 (95 536) kW (btu/h) for
model Mini C28 and Mini S28.

The boilers are suitable for connection to fully pumped,
pressurised sealed water systems ONLY.

A system bypass is not required when TRV’ s are fitted to all
radiators (see Frame 5). The boiler incorporates an automatic
bypass.

A circulating pump, pressure gauge, safety valve and heating
expansion vessels are provided.

The CH flow temperature is controlled by an electronic
thermostat. In DHW mode the boiler modulates to sustain a
nominal adjustable water flow temperature of 55 ° C.

The boiler casing is of white painted mild steel with a
drop—down controls access door.

The boiler temperature control is located behind the control
panel door.

The main heat exchanger is made of copper.
The DHW heat exchanger is stainless steel.

The system pipework must include drain cocks in appropriate
places. Pipework may be taken downwards.

For upwards pipework installation an additional frame
(optional) must be used (see frame 18).

OPTIONAL EXTRA KITS

Programmer Kit fits neatly within the casing. Separate fitting
instructions are included with the kit. Note. If using an
alternative programmer read Frame 26 first.

Extension Ducts — up to 2,65m (8’ 8”) Mini C24, Mini S24
Extension Ducts — up to 2m (6’ 6”) Mini C28, Mini S28
Other available kits are listed in frame 9.

DHW OPERATION (combi versions)

With no call for CH the boiler fires only when DHW is drawn
off. When there is a call for CH, the heating system is supplied
at the selected temperature until DHW is drawn off. The
output is then directed by the diverter valve to heat the
secondary heat exchanger and supply a maximum draw — off
of:

Mini C24. 10.0 (2.20) I/min (gpm) at 35 degree rise.
Mini C28 11.6 (2.60) I/min (gpm) at 35 degree rise.

The nominal DHW temperature is 55 ° C, but water drawn off
when the boiler has been on for central heating may be hotter
than this, for a short period of time.

GAS SAFETY

Current Gas Safety (Installation and Use)
Regulations or rules in force

It is law that all gas appliances are installed and serviced by a
CORG il registered installer in accordance with the above
regulations. Failure to install appliances correctly could lead
to prosecution. It is in your own interest, and that of safety, to
ensure the law is complied with.

Mini Installation & Servicing

The installation of the boiler MUST also be in accordance with
the latest I.E.E (BS.7671) Wiring Regulations, local building
regulations, bye—laws of the local water authority, the
building regulations and the Building Standards (Scotland)
and any relevant requirements of the local authority.

Detailed recommendations are contained in the following
British Standard Codes of Practice:

BS 5440:1  Flues (for gas appliances of rated input not
exceeding 70 kw).

BS 5440:2  Ventilation (for gas appliances of rated input
not exceeding 70 kW).

BS. 5449 Forced circulation hot water systems.

BS. 5546 Installation of gas hot water supplies for
domestic purposes (2nd Family Gases)

BS 6700 Design, installation testing and maintenance of
services supplying hot water for domestic use.

BS. 6798 Installation of gas fired hot water boilers of
rated input not exceeding 60 kW.

BS. 6891 Low pressure installation pipes.

Health & Safety Document No. 635.
The Electricity at Work Regulations, 1989.

The manufacturers notes must NOT be taken, in any way, as
overriding statutory obligations.

IMPORTANT These appliances are CE certificated for safety
and performance. It is, therefore, important that no external
control devices, e.g. flue dampers, economisers etc., are
directly connected to these appliances unless covered by
these Installation and Servicing Instructions or as otherwise
recommended by Caradon Ideal Ltd. in writing. If in doubt
please enquire.

Any direct connection of a control device not approved by
Caradon Ideal Ltd. could invalidate the certification and the
normal appliance warranty. It could also infringe the Gas
Safety Regulations and the above regulations.

SAFE HANDLING OF SUBSTANCES

Care should be taken when handling the boiler insulation
panels, which can cause irritation to the skin. No asbestos,
mercury or CFCs are included in any part of the boiler ir its
manufacture.

LOCATION OF BOILER AND FLUE OUTLET

The boiler must be installed on a flat and vertical wall, capable
of adequately supporting the weight of the boiler and any
ancillary equipment.

The boiler may be fitted on a combustible wall and insulation
between the wall and the boiler is not necessary, unless
required by the local authority.

The boiler must not be fitted outside.
Timber Framed Buildings

If the boiler is to be fitted in a timber framed building it should
be fitted in accordance with the Institute of Gas Engineers
document IGE/UP/7, 1998.

Bathroom Installations

The boiler may be installed in any room or internal space,
although particular attention is drawn to the requirements of
the current I.E.E. (BS.7671) Wiring Regulations and, in
Scotland, the electrical provisions of the building regulations
applicable in Scotland with respect to the installation of the
boiler in a room or internal space containing a bath or shower.

Where a room sealed appliance is installed in a room
containing a bath or shower then the appliance and any
electrical switch or appliance control utilising mains electricity
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should be so situated that it cannot be touched by a person
using the bath or shower.

Note. It is not permissible to install a mains socket in a
bathroom.

Where installation will be in an unusual location, special
procedures may be necessary and BS 6798 gives detailed
guidance on this aspect.

Compartment Installations

A compartment used to enclose the boiler should be
designed and constructed specially for this purpose.

An existing cupboard or compartment may be used, provided
that it is modified for the purpose.

In bothh cases details of essential features of cupboard /
compartment design, including air cupboard installation, are
to conform to the following:

@® BS 6798 (No cupboard ventilation is required — see “Air
supply” for details)

@ The position selected for installation MUST allow ad-
equate space for servicing in front of the boiler.

@ For the minimum clearances requires for safety and
subsequent service, see the wall mounting template and
frame 2. In addition, sufficient space may be required to
allow lifting acces to the wall mounting plate.

GAS SUPPLY

The local gas supplier should be consulted, at the installation
planning stage, in order to establish the availability of an
adequate supply of gas. An existing service pipe must NOT
be used without prior consultation with the local gas supplier.
The boiler must be installed on a gas supply with a governed
meter only.

A gas meter can only be connected by the local gas supplier
or by a registered CORGI engineer.

The boilers are adjusted at the factory for G20 natural gas
supply.

A working gas pressure of 20 mbar MUST be available at the
boiler inlet.

Tha appliance can be converted for G31 propane supply by
using the appropriate conversion kit.

IMPORTANT Installation pipes MUST be fitted in accordance
with BS. 6891. Pipework from the meter to the boiler MUST
be of an adequate size, i.e. not less than 22 mm O.D. copper
or 3/4” BSP iron.

FLUE INSTALLATION REQUIREMENTS

The flue must be installed in accordance with the
recommendations of BS. 5440: Part 1.

The following notes are intended for general guidance.

1 The boiler MUST be installed so that the terminal is
exposed to external air.

2 ltis important that the position of the terminal allows the
free passage of air across it at all times.

3 Minimum acceptable spacing from the terminal to
obstructions and ventilation openings are specified in
Table 4.

4 Where the lowest part of the terminal is fitted less than 2m
(6’6”) above a balcony, above ground or above a flat roof
to which people have access then the terminal MUST be
protected by a purpose designed guard. The minimum
spacing in Table 4, Nos. 2, 3, 4, 5 and 6 would be 75mm,
in order to allow a terminal guard to be fitted.

Ensure that the guard is fitted centrally.

5 Where the terminal is fitted within 850mm (34”) of a plastic
or painted gutter or 450mm (18”) of painted eaves then an
aluminium shield at least 750mm (30”) long should be

fitted to the underside of the gutter or painted surface
fitted centrally above the flue.

6 The air inlet/products outlet duct and the terminal of the
boiler MUST NOT be closer than 256mm (1”) to
combustible material. Detailed recommendations on the
protection of combustible material are given in BS. 5440:
1990.

Table 4 — Balanced flue terminal position

Terminal position Minimum spacing

1 Directly below an openable
window, air vent or other
ventilation opening

300 mm (127”)

2 Below guttering, drain pipes or soil | 75 mm (3”)
pipes

Below eaves 200 mm ( 8”)
Below balconies or a car port roof | 650 mm (26”)
From vertical drain pipes or solil 75 mm (3”)
pipes

From internal or external corners 300 mm (127)
Above adjacent ground, roof or 300 mm (127)
balcony level

From a surface facing the terminal | 600 mm (24”)

From a terminal facing a terminal 1200 mm (48”)

10 From an opening in a car port (e.g. | 1200 mm (48”)
door or window) into dwelling

11 Vertically from a terminal on the
same wall

1500 mm (60”)

12 Horizontally from a terminal on the | 300 mm (12”)

wall
13 From door, window or air vent 300 mm (127)
(achieve where possible)
14 Above the roof pitch with roof 300 mm (127”)
slope of all angles.
Above flat roof 300 mm (127
15 From single wall face 600 mm (24”)

From corner wall faces 1000 mm (40”)

Terminals guards are available from boiler suppliers — ask for
Tower Flue Guard, Model K6. In case of difficulty seek advice
from:

Grasslin UK Ltd.,Vale Rise, Tonbridge,
Kent TN9 1TB Telephone No. 01732 359 888

IMPORTANT It is absolutely ESSENTIAL to ensure, in
practice, that products of combustion discharging from the
terminal cannot re—enter the building or any other adjacent
building through ventilators, windows, doors other sources of
natural air infiltration, or forced ventilation / air conditioning.

If this should occour the appliance MUST be turned OFF,
labelled as “unsafe” until corrective action taken.

WATER CIRCULATION SYSTEM

The boilers are designed for connection to pressurised, fully
pumped, sealed water central heating systems ONLY. The
domestic hot water (DHW) calorifier is incorporated within the
combi boiler and only requires connection to the mains water

supply.

Mini — Installation & Servicing
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IMPORTANT

A minimum length of 1m of copper pipe MUST be fitted to
both flow and return connections from the boiler before
connection to any plastic piping.

Ensure that the mains water supply pressure is adequate to
provide the required DHW flow rate. Refer to Table 1 on
page 2.

The central heating system should be in accordance with BS.
6798 and, in addition, for smallbore and microbore systems
BS. 5449.

The domestic hot water system should be in accordance with
BS. 5546 and BS. 6700.

Copper tubing to BS 2871:1 is recommended for water
carrying pipework and MUST be used for pipework carrying
potable water.

Any soldered joints on potable water pipework MUST NOT be
made with solder containing lead.

Ancillary pipework not forming part of the useful heating
surface should be lagged to prevent heat loss and any

possible freezing — particularly where pipes run through roof
spaces or ventilated underfloor spaces.

Draining taps should be at least 1/2” BSP nominal size and
be in accordance with BS 2879.

WATER TREATMENT

Antifreeze fluid, corrosion and scale inhibitor fluids suitable for
use with boilers having copper heat exchangers may be used
in the central heating system.

For further information contact either:

Fernox Manufacturing Co. Ltd.
Tandem House

Marlow Way

Croydon

Surrey CRO 4XS

Tel 0870 5601 5000

Sentinal Division Betz Dearborn Ltd
Foundry Lane

Widnes

Cheshire

WAS8 8UD

Tel 0151 424 5351

3 ELECTRICAL SUPPLY

Warning. This appliance must be efficiently earthed.

Wiring external to the appliance MUST be in accordance with
the current |.E.E. (BS.7671) Wiring Regulations and any local
regulations which apply.

The point of connection to the mains should be readily

accessible and adjacent to the boiler, except for bathroom
installations where the point of connection to the mains MUST
be situated outside of the bathroom.

Note. Where a room sealed appliance is installed in a room
containing a bath or shower then the appliance and any
electrical switch or appliance control utilising mains
electricity should be so situated that it cannot be touched by
a person using the bath or shower.

4  SEALED SYSTEM REQUIREMENTS
Central Heating

Note. Mini boilers are suitable for fully pumped pressurised
sealed systems only.

REQUIREMENTS

1 General

The installation must comply with the requirements of BS.
6891:1988 and BS. 5449.

2 Flow Temperature

The installation should be designed to work with flow
temperatures of up to 90 ° C.

3 Working Pressure

All components of the system must be suitable for a working
pressure of 3 bar (45 Ib/in2) and temperature of 110 ° C. Extra
care should be taken in making all connections so that the
risk of leakage is minimised.

The following components are incorporated within the
appliance:

a. Circulating pump.

b. Safety valve; with a non—adjustable pre —set lift pressure of
3 bar (45Ib/in2).

c. Pressure gauge; covering a range of 0—4 bar.

d. 6 litre expansion vessel; with an initial charge pressure of
0.7 bar (10.5 Ib/in2).

For further details refer to BS.5449:1 and the British Gas
Corporation publication 'Specifications for Domestic Central
Heating and Hot Water'.

4 Filling the system

Fill the system through a temporary hose connection from a
draw—off tap supplied from a service pipe under mains

Mini Installation & Servicing

pressure. Where the mains pressure is excessive a pressure
reducing valve shall be used to facilitate filling.

When installing the filling connection provided with the boiler
an additional WRAS approved valve must be fitted to the
mains water supply upstream of the double check valve to
fully comply the Water Regulations

Stop valve Hose unions Additional stop valve
c Mains
S Water
3 -«— Supply
T
[®)

!

Temporary hose Double check valve
(disconnect assembly
after filling) Note direction of flow

System filling and make—up

Proceed with the following:

@ Thoroughly flush out the whole of the system with cold
water before fitting the boiler.

@ Fill and vent the system until the pressure gauge registers
1.5 bar (22 Ib/in2). Examine for leaks.

@ Release water from the system until a pressure of 1 bar

(15 Ib/in?) is reached.

To avoid getting debris on the valve seat, do not use

the safety valve to do this.

Light the boiler and heat the system to the maximum wor-

king temperature. Examine for leaks.

Turn off the boiler and drain the system while still hot.

Refill and vent the system.

Re —pressurise the system to the desired charge pressure

(see Table 5).
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Table 5

System charge pressure 0.0 0.5 1.0
(bar)

Safety valve setting 3.0

Vessel pre—charge pressure 0.7

(bar)

System volume (litres) Volume of expansion vessel
in addition to 6 litre unit

fitted to boiler

75 - - -
100 0.3 0.8 1.4
125 1.8 2.5 3.2
150 3.4 4.2 5.0
175 5.0 6.0 7.0
200 6.5 7.6 8.7
225 8.1 9.3 10.6
250 9.6 11.1 12.4
275 11.2 12.8 14.3
300 12.8 14.5 16.1
Multiply this factor by 0.063 0.069 0.074
system volume and deduct

6 litres to obtain size of

additional vessel for other

system volumes.

5 Size of expansion vessel

For the system water expansion to be contained by the 6 litre
expansion vessel fitted to the boiler the cold system volume
must not exceed:

96 litres when pressurised to 0.5 bar (cold)
88 litres when pressurised to 0.7 bar (cold)
81 litres when pressurised to 1.0 bar (cold)

If the pressure exceeds 2.65 bar when the boiler is up to
temperature with all radiators in use then an additional
expansion vessel MUST be installed on the return pipework.

For expansion volumes see Table 5.
Guidance on vessel sizing is given in BS 7074:1 and BS 5449

5 SEALED SYSTEM REQUIREMENTS
central heating (continued)

6 Thermostatic radiator valves.

Caradon Ideal Ltd. support the recommendations made by
leading manufacturers of domestic heating controls that
heating systems utilising full thermostatic radiator valve
control of temperature in individual rooms should also be
fitted with a room thermostat controlling the temperature in a
space served by radiators not fitted with such a valve as
stated in BS5449. Such an arrangement will provide for a
more efficient control of the environment and will also avoid
the continuous running of the circulation pump during
programmed heating ON periods, saving electrical energy.

It is therefore strongly recommended that, when thermostatic
radiator valves are used, the space heating temperature
control over a living/dining area or a hallway, having a heat
requirement of at least 10% of the boiler output, is achieved
using a room thermostat whilst other rooms are individually
controlled by thermostatic radiator valves as stated in
BS5449.

For further information refer to “Good Practise Guide 143" a
pubblication of the energy efficiency office, available from the
building research establishment Garston Watford WD2 7JR
tel: 01923 664258.

The boiler is fitted with an automatic internal bypass. No
further system bypass is required.

Typical installation
T TR\!‘ Anmeg
TRVfa' i ! ]::,1'- Lt
i
TRV [T $/%?£?D |l. i
D||A E;LV.:..._ B

Balancing valve

7 Hydraulic Loss

Remaining pump capacity

m H20

5.0

4.0
3.0

N

0 200 400 600 800 1000 1200 1400

0.0

Flow rate I/hour

8 Draining the system

Draining taps MUST be located in accessible positions to
permit the draining of the whole central heating system,
including the central heating side of the boiler. The taps
should be at least 1/2” BSP nominal size and be in
accordance with BS 2879. The boiler flow and return service
valves (fitted to the piping frame) have drain plugs to drain the
BOILER ONLY, in the event of the system drain tap being
unable to do so.

Mini — Installation & Servicing
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6

DOMESTIC HOT WATER
REQUIREMENTS
The domestic hot water service must be in accordance
with BS 5546 and BS 6700.

For the minimum and maximum working pressures of the
Mini C24 and Mini C28 domestic hot water circuit refer to
Table 1, page 2.

The cold water supply pipe should be flushed before
fitting the boiler.

The boilers are suitable for connection to most types of

Mini Installation & Servicing

washing machine and dishwashing appliances.

5 When connecting to suitable showers, i.e. those designed
for modulating domestic hot water, ensure that:

a. The cold inlet to the boiler is fitted with an approved
anti—vacuum or syphon non-—return valve.

b. Hot and cold supplies are of equal pressure.

6 Hard water areas
In areas where the water is 'hard’ it is recommended that
a proprietary scale—reducing device is fitted into the boiler
cold supply, within the requirements of the local water
company.
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7 BOILER WATER CIRCUIT DIAGRAM
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10
11
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27
28
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31
32
33

Domestic hot water (DHW) heat exchanger
Domestic hot water (DHW) flow switch
Domestic hot water (DHW) outlet pipe
Domestic cold water inlet cock
Three—way diverter valve

Main circuit drainage cock
Central heating flow cock

By —pass valve

Central heating (CH) return cock
3 bar pressure relief valve

Gas cock

Expansion vessel

Gas valve inlet pressure tap
Modulating gas valve

Burner pressure tap

Flame detection electrode
Ignition electrodes

Burner

Combustion chamber

Primary heat exchanger

Fan

Air pressure switch

Venturi device

Flue outlet pipe

Air intake pipe

Automatic bleed valve

Safety thermostat

Pump

Pump vent plug

Water circuit temperature probe
CH flow switch

DHW temperature probe

CH circuit temperature/pressure gauge
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8 BOILER ASSEMBLY -

Exploded View
or——

Venturi

Fan

Flue hood

Flame detection electrode
Overheat thermostat
Primary heat exchanger
Inner case cover

Ignition electrodes

Heat exchanger return pipe
10 Thermistor

11 Main circuit drainage cock
12 Auto air vent

© 00 ~NO O~ WN P

* Mini C24 and Mini C28 only

Mini Installation & Servicing

Pump

Ignition pcb

3 bar pressure relief valve
Return manifold

DHW flow switch*

Right hand panel

Boiler front panel

Appliance data badge (inside)
Left hand panel

CH circuit pressure gauge
Model identification & instructions
Control panel door

25
26
27
28
29
30
31
32
33
34
35
36

19 18

Main control pcb

CH flow switch

3 way diverter valve*
Heat exchanger flow pipe
DHW heat exchanger*
Bypass pipe

Gas valve

Gas valve outlet pipe
Injector manifold
Burner

Air pressure switch
Expansion vessel

11
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9 UNPACKING

The boiler is supplied fully assembled in one pack A, together
with a standard flue assembly for lengths up to 960 mm (37”

3/4), rear or side flue outlet, in pack B.
Unpack and check the contents.

Pack A contents

A The boiler.
B Hardware pack
C Wall mounting plate
D Wall mounting template
E Installation & Servicing instructions.
F The User’s Instructions.
/T\/“\
FAH—~
A:F =/
D

L e =V

-
-2
b

Hardware pack contents

22 mm CH connection pipe — 2 off.

22 mm Gas supply connection pipe — 1 off.

15 mm DHW cold inlet connection pipe — 1 off. *
15 mm DHW hot outlet connection pipe — 1 off. *
1/2” connection nut — 2 off.

1/2” sealing washer — 3 off.

3/4” sealing washer — 6 off.

3/4” Gas supply isolating valve — 1 off.

3/4” CH circuit isolating valve — 2 off.

1/2” DHW cold inlet isolating valve — 1 off. *

* Mini C24 and Mini C28 only

Optional extras, if ordered, are available in separate boxes.

Electronic programmer kit
Extension duct kit pack D (g 60/100)
Vertical outlet flue kit with elbow (g 60/100)
90° Elbow kit (g 60/100)

45° Elbow kit (2 60/100)

Roof flue kit (& 80/125)

Pitched roof tile (for roof flue kit)

Flat roof tile (for roof flue kit)
Extension duct kit (g 80/125)

90° Elbow kit (2 80/125)

45° Elbow kit (2 80/125)

Condense trap (g 80/125)

Twin pipe kit (# 80) with air and flue terminals
Extension duct kit (g 80)

90° Elbow kit (# 80) female—female
90° Elbow kit (# 80) male—female
45° Elbow kit (g 80) male—female
Condense trap (@ 80)

Syphon for condense trap

Stand - off bracket

Pre—piping frame

Natural gas to LPG conversion kit
LPG to natural gas conversion kit

Pack B contents

G
H

Air intake pipe g 100 mm (4”)

Flue pipe g 60 mm (2” 3/8) with terminal grille assembly
Band

Turret—air pipe gasket

Flue pipe gaskets — 2 off

Boiler—turret gasket

Flue turret

Self tapping screws 4,8x13 — 4 off

Self tapping screw 4,2x13 — 2 off

Wall finishing gaskets — 2 off

10 PACKAGING

To unpack the boiler refer to the instructions on carton end
flap.

12
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11 FITTING THE FLUE SYSTEM

The maximum total equivalent horizontal flue length is:
2,65 m (8’ 8”) for models Mini C24 and Mini S24,
2 m (6’ 6”) for model Mini C28 and Mini S28

Refer to the assembly instructions contained within the
chosen flue kit packaging for the correct assembly and
installation.

For co—axial pipes longer than 1m (3’ 11”) and for twin
pipes longer than 6 m (19’ 8”), the flue restrictor ring
indicated must be removed.

12 REAR FLUE ASSEMBLY

Legend

Wall finishing gaskets

Self tapping screw 4,2x13
Self tapping screws 4,8x13
Flue turret

Boiler—turret gasket

Flue pipe gaskets
Turret—air pipe gasket
Band

Flue pipe g 60 mm with terminal grille assembly
10 Air intake pipe g 100 mm

© 00 ~NOoO Ol WDN P

13 WALL MOUNTING TEMPLATE
(rear flue)

IMPORTANT

Detailed installation steps are given directly on the wall
mounting template

1 Tape the template into the selected position.

2 Ensure squareness by hanging a plumbine.

3 Mark onto the wall the following:

a. the wall mounting plate screw positions
b. the position of the flue duct.
(Mark the centre of the hole as well as the circumference)

4 Remove the template from the wall

Mini Installation & Servicing
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14 WALL MOUNTING TEMPLATE
(side flue)

IMPORTANT

Detailed installation steps are given directly on the wall
mounting template

1 Tape the template into the selected position.
2 Ensure squareness by hanging a plumbine.

3 Mark onto the wall the following:

a. the wall mounting plate screw position

b. Extended the centre line as shown.

Mark the flue ductcentre from the corner (see diagram
and template)

Note. mark the centre of the hole as well as the
circumference.

4 Remove the template from the wall

Extended centre

\$\

Spirit level

15 DRILLING THE WALL
Rear flue shown

IMPORTANT

Ensure that, during the cutting operation, masonry falling

outside the building does not cause damage or personal

injury.

1 Cutthe flue hole (preferably with a 5” core boring tool),
ensuring that the hole is square to the wall.

2 Dirill the fixing holes with an 8mm (5/16") masonry drill.
Fit suitable wall plugs (not provided).

Note. If the teminal is to be sited within 25—40 mm of a
corner or vertical pipe (refer to Table 4) then the hole MUST
be accurately cut and the rubber weather seal trimmed
around the groove provided.

5” diameter
flue hole

D O

& E "‘c;_:‘,@ '%%

~ -
Section
through wall
____._,—o—_'—_,"_,:- -
Note: Check all of the hole ) I_
positions before drilling. o —

16 FITTING THE WALL @ Tighten screws.

MOUNTING PLATE

Refer to frame 18 for service connections.
Fit the wall mounting plate

Directly to the wall

@ Offer up wall mounting plate.

@ Screw through the fixing holes using 3 off no. 14x2”
screws (not provided).

@ Check alignment with spirit level.

14
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17 MOUNTING THE BOILER

Lift the boiler onto the wall mounting plate locating the bar at
the rear of the back panel assembly into the bracket

Lower the boiler into position.

Secure the appliance to the wall by fixing a screw through the
lower fixing point.

Remove the protective coating from the jacket front, sides
and bottom panels.

Make good the internal wall surface using the seal provided.

18 CONNECTIONS

Fit the service valves washers and tail pipes as shown.

-~
— w—

Central Heating flow

Domestic hot
water outlet *

Gas inlet

Domestic cold
water inlet * )
Central Heating return

* Mini C24 and Mini C28 only

Connect to the tail pipes by proprietory fittings.

The pipework may be directed down or through the rear wall
as required.

The pipework may be directed upwards by using an optional
additional frame available in separate box. See additional
illustration for upward pipework routing

Mini C shown

(&)=

O@

19 SAFETY VALVE DRAIN

The discharge pipe should be positioned so that the
discharge of water or steam cannot create a hazard to the
occupants of the premises or damage to electrical
components and wiring.

Mini Installation & Servicing

Pressure
relief valve
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20 ELECTRICAL CONNECTIONS

Warning. This appliance MUST be efficiently earthed
A mains supply of 230 V ~ 50 Hz is required.

All external controls and wiring MUST be suitable for mains
voltage. Wiring should be 3 core PVC insulated flexible cord
NOT LESS than 0.75 mmZ2 (24 x 0.2mm) and to BS. 6500,
Table 16. (0.5mm? flex is not acceptable — for mechanical,
not electrical reasons.)

Wiring external to the boiler MUST be in accordance with the
current |.E.E. (BS7671) Wiring Regulations and any local
regulations.

The supply connection is intended to be made via a double
pole switch having a 3 mm (1/8”) contact separation in both
poles, serving only the boiler and system controls. A 3 pin
UNSWITCHED socket may, alternatively, be used.

The fuse rating should be 3 A.

21 ELECTRICAL CONNECTIONS

Incoming mains wiring detail

To gain access to the power supply and external controls
terminal blocks:

1 Remove the screws A and the front panel of the case.

-

\\ o

L

2 Remove the screws B.
3 Loosen the screws C.

16

4 Remove the side panels or move the lower part of the side
panels and pull the control panel.

When completely pulled out, the panel can rotate 45°
downwards to facilitate the operations on the internal parts.

5 Loosen the screws D and remove the service panel.

Mini C24, Mini C28 only L =+ N
Thermostat link
remove when wiring G
external thermostats.
Refer to frames 26 and 27

Power supply
terminal block

o

External controls
terminal block

Note: Ensure that the lengths of the current conductors are
shorter than the earth conductor so that if the cable slips in its
anchorage the current carrying conductors become taut
before the earth conductor.

Mini — Installation & Servicing
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22 PICTORIAL WIRING
Mini C24, Mini C28

| Wiring diagram for boiler equiped with full sequence ignition device type: Bertelli & Partners FM30

External controls Electric supply Safety Fan Air pressure Ignition  Flame detection
terminal block terminal block thermostat switch electrodes electrode
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h\q 11 R e
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Three way |
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Electronic Full sequence l
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| Wiring diagram for boiler equiped with full sequence ignition device type: Honeywell FPLD

External controls Electric supply Safety Fan Air pressure Ignition  Flame detection
terminal block terminal block thermostat switch electrodes electrode
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Three way |
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23 PICTORIAL WIRING
Mini S24, Mini S28

| Wiring diagram for boiler equiped with full sequence ignition device type: Bertelli & Partners FM30

Electric supply Safety Fan Air pressure Ignition  Flame detection
terminal block thermostat switch electrodes electrode
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| Wiring diagram for boiler equiped with full sequence ignition device type: Honeywell FPLD

Electric supply Safety Fan Air pressure Ignition  Flame detection
terminal block thermostat switch electrodes electrode
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24 FUNCTIONAL FLOW DIAGRAM
Mini C24, Mini C28

")

»  pC.B. #1

bu bu
Pump 14
Programmer bn bn
13
Room 1 bk bk
thermostat 1 bu bu
Y CH temp. probe 28  bn bny
O 29
Main
DHW temp. probe 19
control pcb
Three way
div. valve 5
6
rd rd
27 O
7 i
26
Gas Valve . 7
(modulation coil bk bk
bu

DHW flow
switch

25 FUNCTIONAL FLOW DIAGRAM
Mini S24, Mini S28

")

15

Detection  Ignition
PCB #2 electrode  electrod

G "

Safe

Gas Valve
(on-off operators)

CH flow
switch

bn PC.B. #1

15
b aa bu bu
um
Programmer P bn bn
13

Room - bk bk

thermostat 1 bu bu

Y CH temp. probe  bn bnY

(e}

Main
control pcb
rd
Gas Valve
(modulation coil bk

bn = brown
bu = blue
bk = black
wh = white
rd =red
gy = grey
gn = green
ye = yellow
vt = violet
og = orange

gnye = green/yellow

Mini Installation & Servicing
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120

es

thermostat

Detection  Ignition
PCB #2 electrode electrodes

G "

Safety

Gas Valve
(on-off operators)

thermostat

CH flow
switch

Air pressure switch

Air pressure switch
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26 EXTERNAL ELECTRICAL CONTROLS

Wiring external to the boiler MUST be in accordance with the
current |.E.E. (BS.7671) Wiring Regulations.

The fuse rating should be 3A.

Route the electrical supply flexible cord and the external
control flexible cord as illustrated.
Lock the flexible cords in place with the flexible cord clamps.

Y, i

230V supply

@
@
0|
@
===

@

fon |©
el [
w S .

ELECTRICAL CONNECTIONS FOR A
COMBI BOILER

Optional Programmer Kit

@

For the models Mini C24 and Mini C28 (combi) an optional
digital programmer kit is available with its relevant
instructions.

Note: the switch contacts of any external programmer,
room or frost thermostat must be volt free.
Connecting a switched live feed to external controls
terminal block may be dangerous and will result in
serious damage to the boiler.

Room Thermostat
This should be wired as shown in diagrams A.
Frost protection

Central heating systems fitted wholly inside the house do not
normally require frost protection as the house acts as a
‘storage heater’ and can normally be left at least 24 hours
without frost damage.

However, if parts of the pipework run outside the house or if
the boiler will be left off for more than a day or so then a frost
thermostat should be wired into the system.

This is usually done at programmer, in which case the
programmer selector switches are set to OFF and all the other
controls MUST be left in the running position.

The frost thermostat should be sited in a cold place but where
it can sense heat from the system.

Wiring should be as shown, with minimal disturbance to other
wiring of the programmer.

External Programmers

On the combi boilers, this should be of the single channel
type (as this boiler does not incorporate a pre —heat facility for
the istantaneous hot water service).

For system boliers refer to frame 27.
Programmers with room thermostat — see diagram B.

Note. If the boiler is installed in a garage it may be necessary
to fit a pipe thermostat, preferably on the return pipework.

Earths are not shown for clarity but must never be omitted.
A Optional frost’'stat Room thermostat

r— "
o L = N

Power supply
terminal block

External controls
terminal block

External programmer

\’ ( ( Room thermostat

Optional frost’stat

r— "
| 1 N
B
HEAY
L3
(G
LL _______ poner sy

N.B. These diagrams are schematic only and do not show
external terminal strips etc.

27 ELECTRICAL CONNECTIONS FOR A
SYSTEM BOILER

The following diagram shows a possible way to connect an
external programmer to a mid —position diverter valve to

Optional froststat™ ~_ =
_V_/

provide independent timed and thermostatic control of
heating and water.

The earth wires are not shown for clarity. Earth wiring must be

fitt_eq' as necessary

_____ ——
| I— |
L '<><D'|E J_ T Room thermostat |
Valve colour key | - \|/ 7.
BR — Brown QLY
BL — Blue : = ® | — O|_ O
GR - Grey
OR - Orange N —— Q] [ [@
Cylind E or sty
Programmer ylinder Power supply
gﬂé%)l\vi.c. thermostat terminal block
Switched 3 Amp fused,
spur ~—=.
. Do not ]
] remove
BL
Mid—position GR©
diverter valve BR -O—-
OR O . . . ..
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28 INITIAL LIGHTING

uIIIIl 9 ’|'

| F AL

A

o i 9

5

o

Legend

Appiance On lamp

Domestic hot water temperature control
Main switch and radiator temperature control
Boiler reset button

Lock—out signal lamp

Programmer (optional)

G System pressure and temperature gauge
IMPORTANT Before lighting the boiler you should note
especially that:

1 Check that all the drain cocks are closed and any valves
in the flow and return are open.

2 Check that the system has been filled and pressurised
and that the boiler is not air locked.

3 Remove boiler front panel.

4 Ensure that the pump is free to rotate

Mmoo m>

i Remove the vent plug

i Using a screwdriver, rotate the shaft several times
iii Replace the vent plug

Note. Some slight water leakage will occur

5 Remove the screw in the burner pressure test point
indicated on the following picture and connect a gas
pressure gauge via a flexible tube.

Be sure to select the correct pressure test point. Refer to
Tables for pressures.

Mini Installation & Servicing

Mini C24
Mini C28

Mini S24
Mini S28

Central Heating flow

Domestic hot
water outlet

10

11

12

13

14

15

16

Gas inlet

Domestic cold
water inlet )
Central Heating return

Mini C shown

Check that the gas service cock is ON.

Switch the electricity supply ON and check that all
external controls are calling for heat.

Set the main switch C to 'ON’. Following a pre—purge
period the gas control solenoid valve should open and the
spark commence, continuing until the burner is
established.

Check that the burner lights smoothly. If this does not
occur within 20 seconds, turn the main switch to 'O’
position, wait for 5 seconds then try again by pressing the
reset button 'D’. If the burner still does not light, refer to
the 'Fault Finding’ section.

Test for gas soundness around ALL boiler gas
components, using leak detection fluid.

Operate the boiler for 10 minutes to stabilise the burner
temperature.

Check that the burner pressures are correct. The boiler is
factory pre—set and should not need adjustment.
However if adjustment is required refer to frame 29.

Set the boiler main switch to 'O’.

Remove the pressure gauge and tube. Replace the
sealing screw in the pressure test point. Ensure a gas
tight seal is made.

Refit the boiler front panel using the screws previously
removed.

Switch the boiler on again.

23
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29 TO ADJUST PRESSURES

Nomenclature of the parts on the gas valve
A Modulation operator’s electric connectors
Minimum gas pressure adjustment
Maximum gas pressure adjustment

Gas valve inlet pressure test point

Burner pressure test point

moO w

1 Remove the front panel of the case.

Open the gas valve inlet pressure test point D at the valve
input, connect a suitable pressure gauge and check the
gas pressure of the supply network.

3 Remove the gauge and close the pressure test point D.

4 Open the burner pressure test point E and connect the
gauge.

5 Remove the protection cap from the mechanical pressure
adjustment components (B and C)

6 Start the boiler at its maximum power.
Operate the boiler in DHW mode or ensure that the boiler
is not range rated if the test is carried out in CH mode.

Maximum valve setting

7 If necessary, rotate the maximum gas pressure
adjustment C using a spanner until you obtain the
required pressure as indicated on Table 1 at page 2
(burner pressure).

By rotating clockwise the pressure increases.

Minimum valve setting

8 Disconnect one of the two connectors A.

9 If necessary, rotate the minimum gas pressure adjustment
B using a pozidrive screwdriver until you obtain the
required pressure as indicated on Table 1 at page 2

(burner pressure).
By rotating clockwise the pressure increases.

10 Turn the boiler off and re—connect the wire to the
modulating operator.

11 Start the boiler and check again the maximum gas
pressure setting.

12 Turn the boiler off and disconnect the gauge and close the
gas valve outlet pressure test point E

Important: after the gas pressure checks and any
adjustment operations, all of the test points must be
sealed.

Ignition rate adjustment

1 Turn on the boiler.

2 Check that the boiler lights up uniformly and adjust the
ignition gas pressure, if necessary.

To adjust the ignition gas pressure:

3 Open the gas valve outlet pressure test point E and
connect the gauge.

4 Loosen the screws F and remove the service panel

5 set dip—switch ”"3” to the OFF position and adjust
potentiometer marked “ACC” with a screwdriver until
correct ignition gas pressure is obtained.

)

L=V
ACC
ON

r'-i i"‘l [

|1]]2] I_I_I

S s el

| | L
OFF

Suggested ignition pressures:

Natural gas G20 — 6 (2,4) mbar (in w.g.)
Propane G31 — 13 (5,3) mbar (in w.g.)

30 ANTI CYCLING SETTING

If the dipswitch number 4 on the main PC.B. is set to the 'ON’
position it will activate the re—ignition delay period of
approximately 3 minutes. When dipswitch number 4 is set to
the 'OFF’ position there will be approximately 30 seconds
re—ignition delay period.
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31 COMMISSIONING AND TESTING

A. Electrical Installation

Checks to ensure electrical safety should be carried out
by a competent person.

ALWAYS carry out the preliminary electrical system checks,
i.e. earth continuity, polarity, resistance to earth and short
circuit, using a suitable test meter.

B. Gas Installation

1 The whole of the gas installation, including the meter,
should be inspected and tested for soundness and
purged in accordance with the recommendations of BS.
6891.

2 Purge air from the gas installation by loosening the gas
cock union and purge until gas odour is detected.

3 Retighten the union and test for gas soundness.
WARNING. Whilst effecting the required gas soundness test

and purging air from the gas installation, open all windows
and doors, extinguish naked lights and DO NOT SMOKE.

32 GENERAL CHECKS

Make the following checks for correct operation:
1 Hot water (Mini C24 and Mini C28 models).

a. Fully open all DHW taps in turn and ensure that water flows
freely from them.

b. Close all taps except the furthest one from the boiler and
check that the boiler is firing at maximum rate.

¢. Ensure that DHW temperature of approximately 35 ° C rise
is obtained at the tap. This corresponds to a flow rate of about
10.0 (2.2) I/min (gpm) Mini C24

11.5 (2.5) I/min (gpm) Mini C28

d. Turn off the DHW tap.
2 Central heating (all models)

Operate each control separately and check that the main
burner or circulating pump, as the case may be, responds.

3 Gasrate
Check the boiler gas rate when the boiler is at full output.

The gas rate will normally be between

45.8 (1.62) litres/min (ft3/min) for the models Mini C24 and
Mini S24

53.5 (1.89) litres/min (ft3/min) for the models Mini C28 and
Mini S28.

checked at the gas meter, with no other appliance in use.

If this check is not possible, ensure that the burner pressure
is11.0 (4.4) mbar (in. w.g.) (for all models).

4 Water circulation system

Note. Fernox Superfloc flushing solution should be used
during the flushing procedure.

a. With the system HOT examine all water connections for
soundness.

b. With the system still HOT, turn off the gas, water and
electricity supplies to the boiler and drain down, to complete
the flushing process.

c. Refill the system, adding inhibitor (see 'Water Treatment’), if
required.

Vent as necessary to clear all air and, again, check for water
soundness. After venting, repressurise as required.

d. Balance the system. It is suggested that, initially, all radiator
handwheel valves (or TRVs if fitted) be set fully open, that all
lockshield valves be set a half—turn open.

Make minor adjustments to each radiator to achieve the same
differential on all.

Finally, set the system controls to the users requirements.

If an optional programmer kit is fitted refer to the instructions
supplied.

33 GAS CONVERSION

1 Disconnect the electrical supply.
2 Replace the burner injectors as explained in frame 45.

3 Re-—assemble the burner, the front panel of the
combustion chamber and the lid of the sealed chamber.

4 Remove the service panel (frame 29 step 4).
5 set correctly the dip—switch "2” to the correct position in
accordance with the following table and drawing.

Gas supply Position of dip—switch 2
Natural gas On
Propane Off

Natural gas
ON ON

Wﬁ@ﬁ L

L|J LIJ LlJ L|J LIJ L|J

OFF OFF
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6 Adjust the burner pressures according to the indications
giver in frame 29.

7 Stick on the inside of the left hand side panel adjacent to
the data badge the self—adhesive label (included with the
conversion kit) indicating the type of gas, and the gas
pressures to which the appliance has been set.

8 Replace the service panel, the combustion and sealed
chamber lids, the front and side panels of the case.

9 Check the correct operation of the boiler.

25
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34 HANDING OVER

After completing the installation and commissioning of the
system, the installer should hand over to the householder by

the
1

26

following actions:

Hand the User’s Instructions to the householder and
explain his or her responsibilities under the Gas Safety
(Installation and Use) Regulations 1994 and amendments
1996 or rules in force.

Draw attention to the Lighting Instruction label affixed to
the inside of the lower front door.

Explain and demonstrate the lighting and shutting down
procedures.

The operation of the boiler and the use and adjustment of
ALL system controls should be fully explained to the
householder, to ensure the greatest possible fuel
economy consistent with household requirements of both
heating and hot water consumption.

5

Advise the user of the precautions necessary to prevent
damage to the system and to the building, in the event of
the system remaining inoperative during frosty conditions.

If a programmer is fitted, draw attention to the
Programmer Instructions and hand them to the
householder.

After installation, commissioning and customer

hand —over instructions please complete the (Gencamert’>
appliance log book and leave this with the customer.
Stress the importance of regular servicing by a CORGI
registered installer and that a comprehensive service
should be carried out AT LEAST ONCE A YEAR

Emphasise to the user that the boiler may stop working if the
system pressure is lowered by draining radiators to
decorate behind them. In particular, explain to the user how
the domestic hot water temperature varies with flow rate.
This is especially important when water is drawn off while
the boiler is already running for central heating (refer to
"CAUTION’ in User’s Instructions page 4).
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35 SERVICING SCHEDULE

To ensure the continued safe and efficient operation of the
appliance it is recommended that it is checked at regular
intervals and serviced as necessary.

The frequency of servicing will depend upon the installation
condition and usage but should be carried out at least
annually.

It is the law that any service work must be carried out by a

registered CORGI installer.

1 Turn the heating controls to maximum so that the boiler
lights and remains running. Check that no other gas
appliances in the house are in use or likely to be used.

2 When the boiler has settled down check the gas rate at
the meter (if the meter is of the pointer type you should
time only complete revolutions of the pointer). Check the
gas rate against the figures given in Table 2 for CH
operation.

3 For a combination boiler, fully open a hot water tap. When
the boiler has settled down check the gas rate, as in step
2, checking the measured rate against the figures given in
Table 3 for HW operation.

4 Remove the front panel of the case (see frame 36); run the
boiler and check the percentages of CO and CO, in the
flue gases at the sampling point indicated in the following

1o gos @%
/

Oo— Ul Exhaustgas
sampling point

Air intake
sampling point
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Note. If your meter reads CO in parts per million the figure
must be divided by 10,000 to convert it to a percentage.

5 If the ratio of CO/COs is less than ,004 and the gas rates
measured in steps 3 and 4 are close to nominal then no
further action need be taken. If not, proceed to step 6.

Clean the main burner.

Clean the heat exchanger.

Check the injectors for blockage or damage.
9 Check that the flue terminal is unobstructed.

0 N O

The servicing procedures are covered more fully in Frames 36
to 38 and MUST be carried out in sequence.

WARNING.

ALWAYS turn off the gas supply at the gas service cock, and
switch off and disconnect the electricity supply to the
appliance before servicing.

Switching the boiler on/off switch ‘off’ does not fully isolate the
boiler.

ALWAYS test for gas soundness and carry out functional
checks on reassembly.

IMPORTANT. When work is complete the boiler inner front
sealing panel MUST be correctly refitted, making a good seal.

DO NOT OPERATE THE BOILER IF THE SEALING PANEL
IS NOT FITTED.
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36 REMOVAL OF OUTER AND INNER

1

2

3
4

Mini C shown

28

CASING

Turn off the gas supply at the gas service cock and
disconnect the electricity supply.

Remove the screws A and lift off the boiler front panel.

Loosen the screws B.

Bring the base of the panels away from the boiler and lift
them, freeing them from the top hooks.

5

Remove the screws C and remove the boiler inner casing.
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37 BURNER REMOVAL AND CLEANING

1 Disconnect the electrical supply.
2 Remove outer and inner casing (refer to frame 36).

3 Undo the screws A and remove the combustion chamber
panel B.

4 Disconnect the electrodes leads.

5 Undo the four screws C placed at the right and left sides
of the burner and extract it.

6 Brush off any deposits that may have collected on the
burner, ensuring that the flame ports are unobstructed.
Note: brushes with metallic bristles MUST NOT be used.

7 Inspect the spark and detection electrodes. Ensure they
are clean and in good condition; repalce if necessary.

8 Check the spark electrodes gap is correct.

4 mm (5/32”)

Detection Male

~
~
U/ -
9 Check that the spark and detection electrodes leads are in
good condition and renew as necessary.

Female

38 BURNER PRESSURE CHECK

After any servicing, reference should be made to:

— Table 2 and Table 3 (or the data plate) which quote details
of the burner pressures.

If the burner pressures are incorrect ensure the inlet pressure,
with the appliance running, is correct (refer Table 1).

If the burner pressures require adjustment refer to frame 29
“To adjust pressures”.

If the appliance still does not operate correctly refer to the
appropriate fault finding chart.

39 CLEANING THE HEAT EXCHANGER

1 Open the combustion chamber as explained in steps 1
and 2 of frame 37.

2 Place a plastic sheet or similar beneath the boiler and
remove all visible loose deposits from the heat exchanger
fins, using a suitable brush.

40 RE-ASSEMBLY

Re—assemble the boiler in the following order:
3 Refit the burner.

4 Reconnect the electrodes to the ignition pcb. See frame
37 for right connectors.

5 Close the combustion chamber.

Mini Installation & Servicing

6 refit the inner case cover.
IMPORTANT. Ensure the boiler sealing panel is correctly
fitted and that a good seal is made.

7 Refit the boiler right and front panels.
8 Turn on the gas supply at the gas service cock.

9 Reconnect the electrical supply.

29

SERVICING




SERVICING

SERVICING

41 FAN AND VENTURI REMOVAL AND
CLEANING

1 Remove outer and inner casing and the combustion
chamber lid (see frame 37 step 3).
2 Disconnect the connectors A and the earth connection B.

3 Disconnect the pipes which connect the venturi device to
the air pressure switch.

4 Unscrew the screws C and remove the clamp D.

5 For models Mini C28 and Mini S$S28, remove the screw E
and the plate F

30

6 Unscrew the 3 screws G and remove the flue hood with
the fan.

7 Check that the impeller runs freely. Clean with a soft brush
or renew as necessary. Refer to frame 51 for replacement.

Note: Always take care when handling the fan, in order to
preserve the balance of the impeller.

8 Check the venturi H for cleaness.

9 Re-assemble in reverse order.

To correctly connect the venturi device to the air pressure
switch, refer to the following illustration.
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REPLACEMENT OF COMPONENTS

42 GENERAL

THE BOILER MUST NOT BE OPERATED IF THE INNER

CASE COVER IS NOT FITTED.

When replacing any component:

1 Isolate the electricity supply at the switched spur.
N.B. Turning the boiler “ON/OFF” switch does not isolate
the live supply to the boiler.

2 Turn off the gas supply.

IMPORTANT. When work is complete the inner case cover
must be correctly fitted, ensuring that a good seal is made. 5

3

If the CH and/or the DHW circuits have been emptied:

Open the hydraulic circuit cocks, refill / re —pressurise
pipeworks and vent the system.

Test fire the boiler

Disconnect the filling loop.

43 SPARK AND DETECTION 7
ELECTRODE REPLACEMENT

Disconnect the electrical supply.

Remove outer and inner casing (refer to frame 36).

3 Open the combustion chamber and disconnect the
electrodes leads.

4 Remove the burner. Refer to frame 37.

Undo the screws that hold the electrodes and remove.

6 Fit new electrodes as necessary following the sequence

N -

[

Check the spark gap.
e
/\\
4 mm (5/32”) /\/\>/?
/\)/¢@
77
_re

illustrated.
Ignition 1st . ~
_ = Detection Male
@ Female L
8 Re-—assemble in reverse order.
9 Check the ignition and operation of the burner.
Ignition 2nd [ .
Detection 3rd
\
\
44 BURNER REPLACEMENT 3 Fit the electrodes on the new burner and check the spark

1 Remove the burner as explained in frame 37

2 Remove the spark and detection electrodes.
Refer to frame 43.

gap.
Re—assemble in reverse order.

Check the operation of the boiler.

45 BURNER INJECTORS
REPLACEMENT

1 Remove the burner. Refer to frame 44.
2 Unscrew the injectors from the gas manifold.

3 Check that the new injectors are of the correct size and fit
it using new gaskets.

4 Re-assemble in reverse order.

5 Check the operation of the boiler.

Mini Installation & Servicing

Gas manifold
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46 OVERHEAT THERMOSTAT 2 Disconnect the wiring C .
REPLACEMENT 3 Remove the spring D which holds the overheat thermostat
on the pipe of the primary heat exchanger and remove it.

1 Remove outer and inner casing (refer to frame 36).
For models Mini C28 and Mini $28, remove the screw A
and the plate B.

4 Re-assemble in reverse order.
5 Apply an adequate quantity of heat conducting

compound between the pipe and the thermostat.

47 THERMISTOR REPLACEMENT

1 Disconnect the electrical supply.

2 Remove the front and right hand side casing panels (refer
to frame 36).

3 Close off the isolating cocks of the CH circuit at the
bottom of the boiler.

4 Release system pressure by opening the main circuit
drainage cock.
Do not release CH pressure using the pressure relief
valve. It may cause debris within the system to foul
the valve.

5 Disconnect the leads from the thermistors to be replaced
and unscrew it .

6 Screw in the new sensor, using a new gasket, reconnect
and re—assemble in reverse order.

—— 7
CH thermistor
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48 GAS VALVE REPLACEMENT

1

0 N o o b~ W DN

Turn off the gas supply at the gas service cock and
disconnect the electricity supply.

Remove the front casing panel (refer to frame 36).
Disconnect the connectors A and B.

Disconnect the earth wiring from the gas valve.
Unscrew the connectors C and remove the pipe D
Unscrew the inlet connector.

Unscrew the screws E and remove the valve.

Fit the new gas valve in reverse order ensuring new
gaskets are fitted and check for gas soundness.

Check the operation of the boiler.

49 WATER TEMPERATURE-PRESSURE

ol

GAUGE REPLACEMENT

Disconnect the electrical supply.

Remove the front and right hand side casing panels (refer
to frame 36).

Release system pressure by opening the main circuit
drainage cock.

Do not release CH pressure using the pressure relief
valve. It may cause debris within the system to foul
the valve.

Remove the fork A and the probe holder spring B.
Pull out the control panel (see frame 21).

Squeeze the tabs C to release the temperature —pressure
gauge D and remove it.

Re—assemble in reverse order.

50 EXPANSION VESSEL REPLACEMENT

If the CH expansion vessel is faulty, there are 2 options:

A

If it has a punctured diaphragm, but is otherwise leak free,
than it can be left in place and a new vessel added to the
return side of the system, external to the boiler, provided it
is of adequate capacity and pre charge pressure.

If there is at least 400 mm (16”) clearance above the
boiler, the expansion vessel can be changed without
removing the boiler (rear exit flues will have to be
disturbed).

For option B, proceed as follows:

Disconnect the electrical supply.

Gain access to the controls area by removing the boiler
front panel (refer to frame 36).

Close off the isolating cocks of the CH circuit at the
bottom of the boiler.

Release system pressure by opening the main circuit
drainage cock.
Do not release CH pressure using the pressure relief

Mini Installation & Servicing

valve. It may cause debris within the system to foul
the valve.

5 Completely unscrew the connection A, the locknut B and
remove the expansion vessel from the top of the boiler.

6 Re—assemble in reverse order.
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51 FAN REPLACEMENT

1 Disconnect the electrical supply.

2 Remove outer and inner casing, and the combustion
chamber lid (see frame 36).

3 Disconnect the connectors A and the earth connection B.

4 Disconnect the pipes which connect the venturi device to
the air pressure switch.

5 Unscrew the screws C and remove the clamp D.

6 For models Mini C28 and Mini S28, remove the screw E
and the plate F.

7 Unscrew the 3 screws G and remove the flue hood with
the fan.

8 Remove the three screws securing the fan to the flue
hood.

9 Re-assemble in reverse order.

To correctly connect the venturi device to the air pressure
switch, refer to the following illustration.

52 VENTURI REPLACEMENT

1 Remove the fan (see frame 51).

2 Remove and replace the venturi device A by unscrewing
the screw B.

3 Re-assemble in reverse order.

34
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53 AIR PRESSURE SWITCH
REPLACEMENT

1 Disconnect the electrical supply.
2 Remove outer and inner casing as explained in frame 36.

3 Disconnect the pressure sensing pipes from the air
pressure switch.

4 Disconnect the electrical harness from the air pressure
switch.

5 Undo the two screws which hold the air pressure switch to
the frame and remove it.

6 Replace the switch.

7 Re-—assemble in reverse order.

To correctly connect the venturi device to the air pressure

switch, refer to the illustration of frame 51 and to the
following illustration.

N.O.

N.C: \
cK
pl? n "H” connection
W
pr?

54 PUMP REPLACEMENT COMPLETE

1 Disconnect the electrical supply.

2 Remove the front and right hand side casing panels (refer
to frame 36).

3 Release system pressure by opening the main circuit
drainage cock.
Do not release CH pressure using the pressure relief
valve. It may cause debris within the system to foul
the valve.

4 Disconnect the connector A.

5 Remove the fork B and move the pipe upwards freeing it
from the outlet port of the pump.

6 Move the locking plate C left until it stops. It is not
necessary to extract it completely.

7 Unscrew the two screws D that hold the pump on the
frame

Mini Installation & Servicing

8 Remove the fork E, the capillary pipe and remove the
pump towards the front of the boiler.

Re—assemble in reverse order.

When reassembling the pump, check the correct location of
the O —ring gasket in the inlet port of the pump that seals the
connection between the pump and the brass group .

If the motor only needs replacing, disconnect the connector
A, unscrew the 4 screws F and remove the pump motor
forwards.
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55 MAIN CONTROL PCB
REPLACEMENT

1 Disconnect the electrical supply.

Gain access to the controls area by removing the boiler
front panel and pulling the control panel (refer to frame
21).

3 Remove the screws A and remove the service panel

4 To gain access to the main control p.c.b. and the ignition
p.c.b. remove the screws B and remove the control panel
lid.

B
Control panel lid

Service panel

5 Remove all the wiring connected to the main control p.c.b.
To disconnect the connectors indicated, delicately flex the
hook present on one side of each socket.

6 Remove the spindles of the CH and DHW temperature
adjustment knobs by delicately pulling them with pliers in
the direction shown by the arrow.
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7 Unscrew the four screws that hold the main control p.c.b.
on to the control panel.

8 Remove it by lifting its rear edge and freeing it from any of
the wiring.

9 Re-assemble in reverse order.

Setting jumpers

Two setting jumpers C are fitted on the main control p.c.b.

Refer to the illustration 1 for the position of the jumpers when
the main control p.c.b. is fitted on a Mini C24 or Mini C28
boiler.

Refer to the illustration 2 for the position of the jumpers when
the main control p.c.b. is fitted on a Mini $S24 or Mini S28
boiler.

The numbers refer to the marking printed on the circuit board.

el

123456789

, ||

L ]
123456789

Important
When re—assembling the electronic control p.c.b.:

10 Fit the p.c.b. into the control panel by first inserting the
front lower edge under the control knob shafts. Lower the
rear edge and ensure that no wiring is trapped beneath.

11 Insert the spindles in the control panel knobs untill the
notch D reaches the potentiometer edge. It is not
necessary to force them in the knob.

12 While tightening the screws that fix the main control p.c.b.
on the control panel, keep the p.c.b. towards the control
panel fascia making sure of the contact between the boiler
reset button E and the tab F.

Attention

After installing the main control p.c.b.:

13 Make sure the CH (%) and DHW (H) temperature
adjustment knobs can move freely for the complete
range. If not, remove the spindle again as described at
step 6, turn the knob half a turn and re—insert the spindle.

14 Operate the boiler and close the gas inlet cock so that the
boiler goes into the safety lock—out state.
Verify the correct operation of the boiler reset button by
pressing and releasing it.
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56 IGNITION PCB REPLACEMENT

1 Gain access to the parts located inside the control panel
as explained in the the frame 55.

2 Remove all the wiring connected to the ignition p.c.b.
To disconnect the connectors indicated, delicately flex the
hook present on one side of each socket.

3 Unscrew the two screws A that hold the ignition p.c.b. on
the panel and remove the component.

4 Re-assemble in reverse order.

57 DHW FLOW SWITCH REPLACEMENT
Mini C only

1 Disconnect the electrical supply.
Remove the front panel of the case (refer to frame 36).

3 Disconnect the connector A and remove the sensor by
pulling it towards the front of the boiler (the sensor is held
in place by means of a spring).

4 Replace the sensor and re—assemble in reverse order

58 DHW FILTER AND FLOW LIMITER
REPLACEMENT
Mini C only

1 Disconnect the electrical supply.

Remove the front panel of the case and empty the DHW
circuit.

Remove the flow switch A (see frame 57).
Remove the gas valve (see frame 48).
Unscrew the plug B and extract the flow switch group.

To remove the filter C from the flow switch group separate
the body D from the plug B by unscrewing it.

7 Re-assemble in reverse order.

N

o 0w
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Threaded ring

/ ' 7L,>
®

< / @\

¢\
Flow limiter
Spring seat

D - body

C - filter

Magnetic ring

B - plug
A — flow switch
The Mini C24 model is factory fitted with a 10 litre/min. flow
limiter.

The Mini C28 model is factory fitted with a 12 litre/min. flow
limiter.

Table 6
Nominal flow rate (litres/min) Colour
10 Yellow
12 Brown
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59 PRIMARY HEAT EXCHANGER

N

REPLACEMENT

Disconnect the electrical supply.
Remove outer and inner casing as explained in frame 36.

Close off the isolating cocks of the CH circuit at the
bottom of the boiler.

Release system pressure by opening the main circuit
drainage cock.

Do not release CH pressure using the pressure relief
valve. It may cause debris within the system to foul
the valve.

Remove the combustion chamber lid A by unscrewing the
screws B. For models Mini C28 and Mini $28 only,
remove the screw C and the plate D.

Remove the clips E and the safety thermostat F. It is not
necessary to disconnect it from the wiring.
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7 Remove the fork G, lift the pipe H and rotate it right then
move it downwards freeing it from the heat exchanger
connection.

8 Remove the diverter valve actuator (see frame 63).

9 Loosen the connection | and completely unscrew the
connections J.

10 Rotate the pipe K and move the pipe L downwards freeing
it from the heat exchanger connection.

11 Remove the heat exchanger by sliding it forwards.

12 Re—assemble in reverse order.
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60 DHW HEAT EXCHANGER
REPLACEMENT Mini C only

1 Disconnect the electrical supply.
Remove outer casing (refer to frame 36).

3 Close the isolating cocks of the CH circuit and DHW
supply at the bottom of the boiler.

4 Release system pressure by opening the main circuit
drainage cock.
Do not release CH pressure using the pressure relief
valve. It may cause debris within the system to foul
the valve.

5 Release the pressure of the DHW circuit by opening a hot
tap.
6 Remove the diverter valve actuator (see frame 63).

7 Completely unscrew the two connections A and remove
the pipe B.

8 Completely unscrew the two Allen key screws C which
hold the exchanger to the brass groups.

9 Move the exchanger towards the rear of the boiler and
extract it.

10 Re—assemble in the reverse order.

Attention. When reassembling the exchanger be sure to
put the off center location/securing pin indicated towards
the left side of the boiler.

61 CH FLOW SWITCH REPLACEMENT

Disconnect the electrical supply.

Remove the front casing panel.

Remove the fork A.

Open the box B and disconnect the switch.

A WN PP
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5 Re-assemble in reverse order.
Refer to the following illustration for the correct wiring
connectors on the switch

o
N

do not use

Looking through the switch box B it is possible to verify the
position of the spindle C

a.

Boiler OFF Pump operating
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62 CH FLOW SWITCH MEMBRANE

N

REPLACEMENT

Disconnect the electrical supply.
Remove front casing panel (refer to frame 36).

Close off the isolating cocks of the CH circuit at the
bottom of the boiler.

Release system pressure by opening the main circuit
drainage cock.

Do not release CH pressure using the pressure relief
valve. It may cause debris within the system to foul
the valve.

Remove the CH circuit flow switch (see frame 62).
Unscrew the four screws A, open the hydraulic operator
and remove the membrane B.

Re—assemble in reverse order.

Assembling the membrane, ensure to place the concave

side of the membrane towards the actuator plate C and
locate the reference hole in the membrane over the
pressure transfer nipple D.

63 DIVERTER VALVE ACTUATOR

A WN PP

REPLACEMENT Mini C only

Disconnect the electrical supply.
Remove front casing panel (refer to frame 36)..
Disconnect the connectors A.

Remove the fixing spring B and remove the actuator C.
Re—assemble in reverse order.

When reassembling the actuator, refer to the wiring diagram
in frame 22 for the correct wiring connection.
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64 DIVERTER VALVE INTERNAL PARTS
REPLACEMENT

Disconnect the electrical supply.

2 Remove front and left hand casing panels (refer to frame
36).
Isolate CH + DHW
Release system pressure by opening the main circuit
drainage cock.
Do not release CH pressure using the pressure relief

valve. It may cause debris within the system to foul
the valve.

5 Release the pressure of the DHW circuit by opening a hot

tap.

. (rear view)
Remove the diverter valve actuator (see frame 63). 13 Refer to the following exploded view to remove the
Remove the fixing spring D and remove the primary circuit internal parts of the three way diverter valve.
flow switch E.

Disconnect the thermistor F.

Unscrew the connector G, disconnect the CH flow and
DHW outlet isolator valves.

10 Remove the DHW heat exchanger (see frame 60). .
11 Remove the fork H and move away the pipe I.
12 Unscrew the screw J and remove the diverter (flow)
group. 14 Re-assemble in reverse order.

Mini Installation & Servicing
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65 PROGRAMMER REPLACEMENT

3

(if fitted)

Disconnect the electrical supply.

Gain access to the main control p.c.b. (steps 1 to 4 of
frame 55).

Disconnect the wiring at the programmer.

4 Squeeze the hooks that hold the programmer on the
control panel fascia and withdraw the faulty programmer.

5 Re-assemble in reverse order.

When reassembling the new programmer, refer to the wiring
diagram in frame 22 for the correct wiring connection.

6 Replace the panels and check the operation of the new
programmer.

66 CH DRAIN COCK REPLACEMENT

42

Disconnect the electrical supply

Remove front and right hand casing panels (refer to frame
36).

Close off the isolating cocks of the CH circuit at the
bottom of the boiler.

Release system pressure by opening the main circuit
drainage cock.

Do not release CH pressure using the pressure relief
valve. It may cause debris within the system to foul
the valve.

Remove the CH drain cock A from the return body.
Re—assemble in reverse order.
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67 MAIN CONTROL P.C.B.
OPTICAL INFORMATION

The main control p.c.b. is provided with three lamps (L.E.D.
indicators) A that give optical information during the normal
operation of the boiler or for service and fault fiinding
purpose.

Normal operation

Only the green lamp on the left is directly visible on the
control panel fascia and it gives information during the normal
operation of the boiler. The other two lamps are normally
switched off.

The following table gives the relationship between the visible
lamp indication and its meaning.

LF Eed Eed Boiler in stand - by condition.

e E
g
L~ H=
—L =}

— ~ H
o~
— ~ H
o—{~H
— ~ H
o~

The following table gives a summary of the relationship
between each of the possible lamp combinations and their
meaning.

(function control in Qposition). g . .
- Normally operating boiler
" " " Anti—freeze system active. Q O O
A short pulse every 4 seconds S S
: : : - — PN O -()-| CH operation
Ee3 O B Boiler ON condition A e
(function control in & or * - Ny
| | I | I | position) - O =(P:| bHW operation
1 second ON 1 second OFF ’ I. . o
0 LF O F OF L Faulty boiler or irregular 20z 20: O | Frost protect operation
operation as: ! !
|||||||||||| _ . N .| DHW operation
¢ | Empty primary circuit O O B .~ | Excessive temperature on primary circuit
Very fast pulses (4 per second) | _ pngo primary circuit flow
— Lack of burner ignition O 3O- -(O)=| Faulty CH temperature probe NTC
- Ex_cessive_ temperature in the I.\ z
primary circuit. O -O- @ |Faulty DHW temperature probe NTC
— Dip-switch 3 left in the OFF ik
position o ® O Faulty primary circuit
— Faulty temperature probe N (no water or absence of flow)
N - | Lack of burner ignition (no ignition signal from
Service operation N [ Q' the full segence ignition device)
With the boiler switched ON (iéf‘ or *), by moving and o ':Q:' O | Ignition gas pressure adjustment
re—setting to its original position any of the function selectors Nw
(see the following illustration), the main control p.c.b. goes -O- @ @ | Minimum gas pressure adjustment
into service operation mode and all the lamps are then o
activated. O ® :‘C'j: :d:
To reset the main control p.c.b. to the normal operation it is Lamp Lamp Flashing llal.r\np alone Flashilnlé lamp
necessary to turn the knob to the O position or switch off OFF ON or simultaneously alternate with
the boiler for a short while at the fused spur isolation switch. with an other lamp. another lamp.
68 DIVERTER VALVE ACTUATOR Spindle Spindle fully
SP'NDLE POS'T'ON visible retracted
To remove the diverter valve actuator refer to frame 63.
The following illustration indicates the relationship between
the electric command coming from the main control p.c.b.
and the position of the brass spindle when the boiler operates
in DHW mode. )
™ )
The following illsustration indicates the relationship between - -
the electric command coming from the main control p.c.b. Open circuit = 9,4 Kohm
and the position of the brass spindle when the boiler operates [~
in CH mode. . 9,4 Kohm = Open circuit
4 3 § 4 3 §
In both figures the relationship between the position of the - g bn = brown >
actuator and the resistance of the motor windings (the motor ol @ EE = gllggk = >
= N

must be disconnected from the wiring) is also given.
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With a fast pulse showing on LED 1 the boiler will continue to
operate with a reduced performance in some fault conditions.

69 FAULT FINDING

WARNING

Care must be taken when conducting fault finding tests to

Before commencing fault finding please check the following:
guard against the risk of electric shock. g gp 9

230 Vac is the nominal UK supply voltage. This may vary
between 253 Vac and 196 Vac.

When checking continuity ensure power is off to the
appliance.

Are all wiring connections OK ?

Are the function selector settings correct

(Refer to frame 29, 30 and 33)

Are the p.c.b. jumpers correctly placed (Refer to frame 55)

START

Ensure the room thermostat (if fitted) and programmer are calling for heat.
Also that all sources are on and the selector switch is set to heating *

v

no no no
Is the green LED on P Isthe green LED on —P s there 230V between —  Rectify external
front facia flashing? front facia flashing 4 Live and Earth at the wiring fault.
(1 Second on, 1 times per second? mains connection in the
Second off) control box?
yes
v yesy
yes — no
Continued on page Is there continuity —P> Replace faulty
47 of fault finding across the fuse on the external fuse and
' PCB # 1? check for wiring
fault.
yes ¢
no
Is there 230V at the Repair or replace
Live connection to PCB wiring fault.
h 4 #1pin42?
With the boiler in ne ne
heating mode, is the —P> Is the gas inlet — Rectify gas supply fault. yes+
; > 17| ?
maximum burner pressure > 17mbar Replace faulty PCB # 1
pressure 11.0 mbar
with boiler and yes * o no
?
system cool? Adi he b no Is there 16V dc at Grey — Is modulator harness Repair or replace
es just the burner > and Black connections continuity O.K? faulty wiring.
Y pressure. refer to n modulator coil?
Continued { frame 55. Can 11.0 0on modulator colr:
ontinued from mbar be achieved?
page 49. ves y ves y
Adjust max 'stop’ on Replace faulty PCB
yes yes Gas Valve to achieve #1.
11.0 mbar.
no no no no no no
Does the heating flow —»| isita [~ Isthere a[ P | Disconnect DHW flow |~ Isthere230v  — Isthe continuity —> Repair or
pipe become warm system DHW tap sensor wiring. Does the| between Blue of the 3—way replace
quickly? boiler open? heating flow pipe now and Brown at the valve harness faulty
become warm? 3-way valve O.K? wiring.
yes yes yes connection?
yes +
¢ yes
yes Replace faulty
Close PCB #1.
DHW tap.
no
Remove the motor > Replace faulty
assembly, with 230V at motor assembly.
the connections is the
spindle visible? Refer
to frame 68.
yes +
Replace faulty valve
\ 4
body assembly.
Replace the DHW flow
detector sensor body. no no
Does the heating flow —P» Dismantle the DHW — Replace the faulty
become warm?
detector valve. Refer to DHW dle tector
frame 58 and clean. vaive.
yes * When re—assembled
with DHW taps closed,
Faulty sensor now does the heating flow
replaced. pipe become warm?
¢ | yes
\ 4

Continued on page
46 of fault finding.
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Continued from page
45 of fault finding

v

no no no
With the boiler and — Is there between —P  Isthe continuity ofthe  [—  Repair or replace
heating circuit warm 0Vdc and 16Vdc at modulator harness faulty wiring
does the burner the grey and black 0.K?
pressure reduce if the connections on the
heating temperature modulating coil? yes
setting is reduced to (0 =min, 16 = max)
minimum?
yes yes +
Replace faulty gas Replace faulty PCB
Combination boilers only valve #1.
Continued below
h 4 no no
When a DHW tap is —P»  sthe p.c.b. jumper —  Connect the jumper in
opened and the DHW in position 8 position 8.
temperature is set to (Refer to frame 55)
maximum, does the
water become hot? yes i
no no no
yes Is the red LED —— Isthere 5Vdc between — Is harness ——  Repairor
illuminated on DHW Red and Blue on continuity O.K? replace
flow sensor? connecting harness? faulty
yes wiring.
yes + yes
no no
Is there 230V —— Is the Repair or Replace faulty
ac between continuity replace PCB #1
Blue and of the 3— faulty
Black at the way valve wiring.
3-way valve harness
connection? 0.K?
yes + yes¢
Replace
Remove the faulty PCB
motor #1
assembly, with v
230V at the no no
connections is — — Repair or
the splnd’l)e fully no Replace the Dismantle the replace
retracted? Refer (| Replace Sensor. DHW detector faulty DHW
to frame 68. faulty motor Is red LED valve and clean. detector
assembly. illuminated? Refer to frame 58. valve.
Reassemble.
Does the DHW
yes
yes water become
hot?
Replace
faulty valve Faulty sensor
body now yes
assembly. replaced.
¢
4

Continued on page
51 of fault finding
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Continued from
page 45 of fault
finding. Is the green
LED on front fascia
flashing 4 times per
second?

v

no no no
Access the 4 dip — Are LED 2and LED 3 »| sLED2flashingand [~ Continued on page
switches on p.c.b. #1. flashing? LED 30n? 48 of fault finding
Move the #1 dip
switch off' then on’. yes
This activates p.c.b.
service mode. Refer to A no no
fault code frame 67. Is —P» . P
LED 1 flashing with Check resistance of Replace faulty Check resistance of Replace faulty
LED 2 on 2 CH thermistor. Is it thermistor. DHW thermistor. Is thermistor.
between 12 k2 and it between 12 kQ
1.5kQ? and 1.5 kQ ?
yes
yes * yes +
Repair or replace Repair or replace
faulty wiring. faulty wiring.
no
Is the heating circuit — Re—pressurise system
pressurised to at least and vent.
1 bar and fully vented
of air?
yes¢
no
Remove the pump — Replace faulty pump.
nut. Does the pump
rotate freely when
turned?
yesL
no
_»
When the pump Replace faulty
runs does the diaphragm and clean
spindle of the water housing of debris, if any.
flow detector refer to frame 62.
extend to operate
the micro switch?
Refer to frame 61.
yesL
no
Is there continuity — Replace faulty micro
between C and NO switch.
contacts on micro
switch when the
switch is operated?
yesL
no
Is the continuity of the —> Repair or replace

micro switch wiring
harness O.K?

faulty wiring.

yes¢

Replace faulty PCB
#1.
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Continued from page 47
of fault finding

48

no
Are LED 1 and LED 3 )
flashing with LED 2 C:'a‘;'e“;eodo?"
on, plus LED 4 onthe fault finding
facia on?
yes *
no
Is there >17mbar at —> Rectify gas supply
the gas valve inlet? fault.
yes +
no no no no
Press reset button. —»  Isthere — Is there — Is there —  Replace
Is there 230V across 230V at 230V at pin 101 230V at pin 11 faulty PCB
the Black and Blue Black and Brown on Brown on #1.
gas valve connection Blue at gas PCB PCB
during ignition? valve connecting connecting
harness harness at harness at
yes connector PCB #2? PCB #17?
on PCB
#09 yes yes +
Repair or replace faulty wiring
yes¢
Repair or no
replace o
p - Is fuse continuity O.K on PCB #2? — Replace
faulty wiring
fuse.
yes¢
Replace faulty PCB #2.
v no no
no Has the main > Is there continuity of > Repair or replace
Is there a bUf”?f overheat thermostat over heat thermostat damaged wiring.
pressure dqnng operated? wiring at PCB
ignition period? (Check continuity) connection?
yes yes¢
yes *
Replace faulty gas
Allow boiler to cool P valvety 9
and press re—set.
A 4 no no no no
Is there ignition atthe Is a spark —] Are the —> Are the —> Rectify
burner? visible at the ignition leads ignition leads faulty
burner during disconnected correctly connection.
yes ignition? or damaged connected to
and sparking PCB #2?
to earth?
yes
yes * yes *
Replace Replace
faulty faulty PCB #2
electrode
assy. Make
connection.
v no
Is the ignition burner —P|  Adjust ignition burner
pressure correct? Refer pressure.
to frame 29.
v yesy

Continued on page 49 of

fault finding

Ensure the ignition electrode position and spark gaps are correct.

Rectify or replace. Refer

to frame 43.
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Continued from page 48
of fault finding

¢ no no

Does the burner —> N —> Rectify electrode
remain alight? q t|5che plos'tt'o'ZjOf the . position or replace
etection electrode correci

i faulty electrode.
and electrode undamaged? aulty

FAULT FINDING

yes Refer to frame 43.
yesL
no no
—P Is the lead —P Connect lead
Is the resistance of the connected? correctly.
detection electrode
assembly < 5Q from yes +
tip to connector ?
Replace faulty
yes¢ detection lead assy.
no
Is the polarity of the P Rectify wiring fault.

mains supply correct?

yes¢

Replace faulty PCB
#H2.
A 4 no
Is the burner pressure —p
within 1.2 and 11.0 Adjust burner pressure.
mbar with the boiler Refer to frame 29.
running?
yes
4>

Refer back to page 45 of
fault finding to continue.
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Continued from no
page 48 of fault [P ISLED 1onandLED P s LED 1 flashing and
finding 2 flashing? LED 2 and LED 3 on?
yes¢ yes ¢
no no
Is dip—switch #3in | — Replace faulty PCB # Is dip—switch #3in  —| Replace faulty PCB #
the off position? 1 the off position? 1
Refer to frame 29. Refer to frame 29.
yesL yes L
Switch to on position. Switch to on position.
A 4
Is the fan running? no Is there 230V at the no Is there continuity no Replace faulty Air
> fan connectors? > between NC and C at > Pressure switch.
s the Air Pressure
Y yes Switch?
yes¢
no
Replace faulty fan. Is there continuity of —P Repair or replace
the Air Pressure faulty wiring.
Switch harness?
yes¢
no no
Is there 230V at —  Are the connections —P Repair or replace
pin 101 PCB # 2? between PCB # 1 and wiring.
PCB # 2 are O.K?
yes¢ yes L
Replace faulty PCB # Replace faulty PCB #
2. 1.
\ 4 no no
Is there continuity —» Arethe sensing pipes — Replace sensing
across C and NO on undamaged and pipes.
the Air Pressure connected?
Switch?
yes ¢
no
yes Is the flue clearand ~ [— Clear flue.
venturi O.K? Repair or replace.
yes ¢
Replace faulty Air
Pressure Switch.
\ 4 no
Is the Air Pressure —> Repair or replace
Switch harness faulty wiring.
continuity O.K?
yes¢
no
Is the burner on? — Replace faulty PCB #

yes*

2.

Repair or replace
faulty flame detection
signal connection
harness. Refer to
frame 43.
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Continued from

page 46
s th no no no
s there a >
temperature rise of Is there 11.0 mbar —> Is there >17 mbar gas —> Rectify gas supply
R burner pressure when pressure at the gas fault.
35°C across the DHW the boiler first lights? inlet?
circuit at 11.5 L/min gnts: )
(for 28kW) / 9,5 L/min yes yes
(24kw)?
yes
Adjust the max setting
on the gas valve.
Refer to frame 29.
Check that 11.0 mbar
can be achieved
h 4 no no
Is the water flow g Is the cold water supply g Rectify water supply
correct 11.5 L/min adequate? refer to frame fault.
(28KW)/ 9,5 L/min 6 and Table 1 at page 2.
(24kwW) ?
yesL
Check the DHW inlet
filter. Remove debris
and clean or replace
¢ filter.
\ 4 no no no
With the DHW hot —> Is there between —pr Is the continuity of the —Ppr Repair or replace
does the burner 0Vdc and 16Vdc at modulator harness faulty wiring.
pressure modulate if the grey and black 0.K?
the DHW temperature connections on the
setting is reduced to modulating coil? yes
minimum? (0 =min, 16 = max)
yes yes
Replace faulty gas Replace Faulty PCB
valve.

Boiler Operating
Correctly
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The following are parts commonly required as replacements, distributors and merchants.
due to damage or expendability. The failure or absence is

likely to affect the safety and/or performance of this When ordering spares please quote:
appliance. 1 Boiler model (see Data Plate)
The list is estracted from the British Gas List of Parts which 2 Applién?e ©.C. number (see Data Plate)
contains all available spare parts. 3 Description
4 Quantity
The full list is held by British Gas, Caradon Plumbing Ltd. 5 Product No.
Key No. G.C. No Description No. Off/ Product No.
Boiler
1 173-148 Burner (mod. Mini C24, Mini S24) 1 075427
173-149 Burner (mod. Mini C28, Mini S28) 1 075535
2 169-069 Injectors for natural gas (mod. Mini C24, Mini S24) 12 075692
Injectors for natural gas (mod. Mini C28, Mini S28) 14
169-070 Injectors for LPG (mod. Mini C24, Mini S24) 12 172530
Injectors for LPG (mod. Mini C28, Mini S28) 14
3 EO05-422 Air pressure switch (mod. Mini C24, Mini S24) 1 172588
E83-184 Air pressure switch (mod. Mini C28, Mini S28) 1 172589
4 Main heat exchanger + 'O’ rings (mod. Mini C24, Mini S24) 1 172608
Main heat exchanger + 'O’ rings (mod. Mini C28, Mini S28) 1 172609
Gas valve + gaskets 1 172611
E83-191 Fan (mod. Mini C24, Mini S24) 1 172597
E83-193 Fan (mod. Mini C28, Mini S28) 1 172598
7 E83-013 Safety valve 1 172494
E83-154 Electronic regulation p.c.b. 1 172561
E83-142 Full sequence ignition device 1 172548
10 EO00—-684 Primary circuit flow switch 1 075419
11 E83-082 DHW flow switch (mod. Mini C24, Mini C28) 1 172503
12 EO00—-688 Main. flow switch membrane 1 075421
13 E83-101 Overheat thermostat 1 172512
14 E57-048 DHW heat exchanger + 'O’ rings (mod. Mini C24) 1 075460
E57-049 DHW heat exchanger + 'O’ rings (mod. Mini C28) 1 075540
15 Pump + 'O’ rings 1 172610
16 E83-145 Temperature —pressure gauge 1 172551
17 E83-086 Three way diverter valve (electric actuator) (mod. Mini C24, Mini C28) | 1 172505
18 169-083 Fuse1,6 AT 1 172562
19 164-026 Temperature probe (main or DHW circuit) 1 172496
20 E83-176 Sealed chamber gaskets kit 1 172581
21 E83-081 Magnetic flow switch and filter (mod. Mini C24, Mini C28) 1 172502
22 E83-127 Ignition electrode (left) 1 172533
23 E83-126 Ignition electrode (right) 1 172532
24 E83-122 Detection electrode 1 172531
25 E83-117 Automatic air purger valve 1 172525
26 E83-173 Window (glass + rubber frame) 1 170977
27 169-141 1/2” flat gasket 3 075514
28 169-033 3/4” flat gasket 4 075415
29 E83-171 Side case panel 2 172577
30 Control panel door 1 172552
31 Front case panel 1 172578
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(benchmark

the code of practice for the installation

Technical Training

The Ideal Boilers Technical Training Centre offers a series
of first class training courses for domestic, commercial and
industrial heating installers engineers and system

specifiers.

For details of courses please ring: ....... 01482 498 432

commissioning & servicing of central heating systems

Ideal boilers

PO. Box 103, National Ave, Kingston upon Hull

HUS 4JN. Telephone: 01482 492 251 Fax: 01482 448 858.
Registration No. London 322 137

Caradon Ideal Limited pursues a policy of continuing
improvementin the design and performance of its products. The
right is therefore reserved to vary specification without notice.

C€

Caradon

Ideal Limited

1ldédl

ENGINEERED FOR PEACE OF MIND

November 2002

Ideal Installer/Technical Helpline: 01482 498 663
wwuw.idealboilers.com
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